
TECHNICAL DATA SHEET 

 

    | Formatt Building Products Ltd. | www.technogipspro.com 

 
Revision Door 

 

  
Functional solution for access to hidden installations.  
 

Specially designed cover openings for quick and easy access to wall-

hidden installations, water meters, etc. Hidden installation  guarantees 

aesthetic perfection of the surface.  

 

The lid of the access cover is made of moisture resistant plasterboard, 

which allows use in humid areas. 

 

Advantages: 

 

✓ Moisture protection - factory mounted moisture resistant plasterboard 

✓ Suitable for wall and ceiling installation 

✓ Lightweight and strong aluminium framework 

✓ Reinforced angles for exceptional stability 

✓ Easy to open and close 

✓ Special system for closing with a push to open mechanism 

 

Packaging and Storage: 

 

Product Width  Length Lock Box 

Revision door 200х200 200 mm 200 mm 1 push-stype US lock 1 pcs 

Revision door 300х300 300 mm 300 mm 2 push-stype US lock 1 pcs 

Revision door 400х400 400 mm 400 mm 2 push-stype US lock 1 pcs 

Revision door 500х500 500 mm 500 mm 2 push-stype US lock 1 pcs 

Revision door 600х600 600 mm 600 mm 2 push-stype US lock 1 pcs 

 

✓ Packaged in distinctive Technogips Pro boxes 

✓ Store in a dry, covered, and ventilated area 

 

Safety recommendations:  

 

✓ Product is not classified as hazardous. 

✓ The use of safety gloves is strongly advisable when working with this product, in 

prevention from physical harm.  
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