=TECHNOGIPSero

PREGRADNI ZIDOVI

Technogips Pro W2-2-2
Spoj sa sirovim podom, vertikalni presek
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Komponente sistema Technogips Pro
Gipsana plo¢a Technogips Pro Tip A/ H2 / DF / DFH2 / Sound Comfort Extra DFIR / Titan Board / Blue Board
Premium Profil Z140 CW / 0.6 mm

1
2
3 Premium Profil Z140 UW / 0.6 mm
4 Dihtung traka

5. Bandaz traka
5.

N

TrennFix razdvajajucéa traka
6 Gipsana fugirna masa FUGA
7.1 Samourezni vijak 3.5 x 25 mm
7.2 Samourezni vijak 3.5x35/45 mm
7.3 Samourezni vijak 3.5 x 55 mm
7.5  Samobusecivijak TEXLB 4.2 x 13 mm
7.6 Samobuseci vijak 3.5x 25/ 35/ 55 mm
Vijak s tiplom / Celi&ni sidreni esker6 x 40, 60, 80 mm
Mineralna vuna
11 Premium Profil UA
11.1  Utiéni ugaonik za UA
11.2  Zavrtanj za ugaonike
12 Premium Profil UD
13 Premium Profil CD
14  ALUX ugaona traka
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