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DEKLARATA E PERFORMANCES
Ne CPR 022576 TG FE 3-000

Kodi unik identifikues i tipit te produktit:

Vidé pér muret e thata Technogips Pro TN 3.5x25 mm
Vidé pér muret e thata Technogips Pro TN 3.5x35 mm
Vidé pér muret e thata Technogips Pro TN 3.5x45 mm
Vidé pér muret e thata Technogips Pro TN 3.5x55 mm
Vidé pér muret e thata Technogips Pro TN 4.2x70 mm

Vidé gipsi Technogips Pro TN 5.5x38 mm

Vidé me fije shume te holle Titan Technogips Pro TN
3.9x23 mm
Vidé me fije shume te holle Titan Technogips Pro TN
3.9x33 mm

Vidé me fije shume te holle Cement board Technogips
Pro TN 3.9x25 mm

Vidé me fije shume te holle Cement board Technogips Pro
TN 3.9x35 mm

Vidé pér muret e thata me veté-shpim TB Technogips Pro
3.5x25 mm
Vidé pér muret e thata me veté-shpim TB Technogips Pro
3.5x35 mm
Vidé pér muret e thata me veté-shpim TB Technogips Pro
3.5x45 mm
Vidé pér muret e thata me veté-shpim TB Technogips Pro
3.5x55 mm

Vidé pér muret e thata TEX Technogips Pro LN
4.2x13 mm

Vidé TEX me veté-shpim Technogips Pro LB 4.2x13 mm
Vidé TEX me veté-shpim Flat Head Technogips Pro LB
4.2x13 mm

Vidé TEX me veté-shpim Technogips Pro LB 3.5x9.5 mm
Vidé me veté-shpim pér muret e thata HEX Technogips
Pro LB 5.5x25 mm

Universal Screw FN 4.3x35 mm
Universal Screw FN 4.3x65 mm

Vidé pér muret e thata shiriti Technogips Pro TN 3.5x25
mm
Vidé pér muret e thata shiriti Technogips Pro TN 3.5x35
mm

Vidé pér muret e thata shiriti Technogips Pro TN 3.5x45
mm
Vidé pér muret e thata shiriti Technogips Pro TN 3.5x55
mm

Vida per te druri Technogips Pro TX 3.5x25 mm
Vida per te druri Technogips Pro TX 3.5x35 mm
Vida per te druri Technogips Pro TX 3.5x45 mm
Vida per te druri Technogips Pro TX 3.5x55 mm
Vida per te druri Technogips Pro TX 3.5x65 mm
Vida per te druri Technogips Pro TX 3.5x75 mm

Vidé pér muret e thata Technogips Pro TN 3.5x25 mm
Super Premium C5
Vidé pér muret e thata Technogips Pro TN 3.5x35 mm
Super Premium C5

Vidé pér muret e thata me veté-shpim Technogips Pro TB
3.5x25 mm Super Premium C5
Vidé pér muret e thata me veté-shpim Technogips Pro TB
3.5x35 mm Super Premium C5

Blue Board Vidé Technogips Pro TN 3.9x30 mm Super
Premium C5

Vidé me veté-shpim TEX Technogips Pro LB 4.2x13 mm
Super Premium C5

Exterior Pro Screw SN 4.2x25 mm
Exterior Pro Screw SN 4.2x39 mm
Exterior Pro Screw SN 4.2x55 mm

Exterior Pro Screw SB 4.2x25 mm
Exterior Pro Screw SB 4.2x39 mm
Exterior Pro Screw SB 4.2x55 mm

Exterior Pro Plus Screw SN 4.2x25 mm
Exterior Pro Plus Screw SN 4.2x39 mm
Exterior Pro Plus Screw SN 4.2x55 mm

Exterior Pro Plus Screw SB 4.2x25 mm
Exterior Pro Plus Screw SB 4.2x39 mm
Exterior Pro Plus Screw SB 4.2x55 mm

Tipi, grupi ose numri serial ose ndonje element tjeter ge lejon identifikimin e produktit te ndertimit: Tipi, numri |

grupit dhe data e prodhimit jane ne paketim

Qellimi i perdorimit ne perputhje me specifikimet teknike te harmonizuara dhe te aplikuara: Vida pér sisteme té thata

Emri, marka e regjistruar dhe adresa e kontaktit te prodhuesit: Marka: Technogips Pro | Formatt Building Products

Ltd., Adresa e kontaktit: 49B Bulgaria Blvd., Sofia 1404

Emri dhe adresa e kontaktit e perfagesuesit te autorizuar: Nuk aplikohet

Sistemi ose sistemet e vleresimit dhe verifikimet e gendrueshmerise se performances se produktit te ndertimit, si¢
percaktohet né Shtojcen V te Regullimit (EC) 305/2011: Sistemi 4

Ne rast te deklarimit te performances ne lidhje me nje produkt ndertimi te mbuluar nga nje standard i harmonizuar
(hEN): Prodhuesi ka kryer nje test te tipit fillestar ne perputhje me EN 14566:2008. Prodhuesi eshte 1SO 9001:2015 |
certifikuar dhe ka nje sistem te zbatuar te kontrollit te prodhimit te brendshem.

Ne rast te deklarimit te performances ne lidhje me nje produkt ndertimi per te cilin eshte leshuar Vleresimi Teknik

Europian: Nuk aplikohet
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9. Performanca e deklaruar:

Karakteristikat thelbesore Performanca e deklaruar Specifikimi teknik | harmonizuar
Klasa e reagimit ndaj zjarrit Al EN 14566:2008
Klasa e mbrojtjes nga korrozioni 720 hrs EN 14566:2008
Koha e shpimit < 2sec EN 14566:2008
Sjellja e pérkuljes pass EN 14566:2008

10. Performanca e produktit te identifikuar ne pikat 1 dhe 2 eshte ne perputhje me performancen e deklaruar ne piken
9.

Deklarata e performances leshohet nen pergjegjesine e vetme te prodhuesit te identifikuar ne piken 4.

Nenshkruar per dhe ne emer te prodhuesit nga: —_—

Kaloyanov /

| Petar

FORMATT Building Products Lid.
* FORMATT *
Sofia, Bulgaria | Daté: 20.05.2023 opmarT b Mpossirc E0O

FORMATT | Formatt Building Products Ltd. | www.technogipspro.com



